
FIN. FLR.
0' - 0"

B.O. CANOPY
11' - 0"

T.O. PARAPET
(MAIN)
21' - 0"

T.O. PARAPET
25' - 0"

WEST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% = 29 LF)

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 923 SF
MASONRY PROVIDED SF= 1,164 SF (76%)

EIFS MAX ALLOWED (25%) = 385 SF
EIFS PROVIDED = 260 SF (17%)
WOOD SIDING = 114 SF (7%)
TOTAL NON-MASONRY = 374 SF (24%)

39' - 4 1/2"
40% FLAT ROOF ARTICULATION

33' - 3"

4'
 - 

0"

BASE: PRE-CAST CONCRETE SILL

CAP: 3-D CORNICE

UTILITY
SCREEN

MIDDLE: 2" ROUND CAST STONE BAND
WALL SCONCE

CAP: 3-D CORNICE

72' - 7 1/2"

FIN. FLR.
0' - 0"

B.O. CANOPY
11' - 0"

T.O. PARAPET
(MAIN)
21' - 0"

13
' -

 0
"

4'
 - 

0"

72' - 7 1/2"

40% FLAT ROOF MODULATION
29' - 0" 16' - 8 1/4"26' - 11 1/4"

PATIO CANOPY W/ COLUMNS
59' - 2 1/4"9'

 - 
0"

T.O. PARAPET
25' - 0"

EAST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% = 29 LF)

2.g.ii. MAIN ENTRANCES:
ARCHITECTURAL ELEMENTS PROVIDED: PILASTERS,
RECESSED ENTRANCE, CHANGE IN FINISH MATERIAL, CANOPY WITH
COLUMNS

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 802 SF
MASONRY PROVIDED SF= 995 SF (74%)

EIFS MAX ALLOWED (25%) = 336 SF
EIFS PROVIDED = 107 SF (8%)
WOOD SIDING =  244 SF (18 %)
TOTAL NON-MASONRY = 351 SF (26%)

12' - 0"

BASE: PRE-CAST CONCRETE SILL

CAP: 3-D CORNICE

CAP: 3-D CORNICE

UTILITY
SCREEN

MIDDLE: 2" ROUND CAST STONE BAND
WALL SCONCERECESSED ENTRANCE

NORTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
NOT REQUIRED, LESS THAN 40 LF

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 411 SF
MASONRY PROVIDED SF=  479 SF (70%)

EIFS MAX ALLOWED (25%) = 171 SF
EIFS PROVIDED = 171 SF (25%)
WOOD SIDING = 33 SF (5%)
TOTAL NON-MASONRY = 204 SF (30%)

28' - 8"

14
' -

 7
"

34' - 10 1/2"

BASE: PRE-CAST CONCRETE SILL

CAP: 3-D CORNICE

UTILITY SCREEN
MIDDLE: 2" ROUND CAST STONE BAND

FIN. FLR.
0' - 0"

B.O. CANOPY
11' - 0"

T.O. PARAPET
(MAIN)
21' - 0"

T.O. PARAPET
25' - 0"

BASE: PRE-CAST CONCRETE SILL

CAP: 3-D CORNICE

SOUTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
NOT REQUIRED, LESS THAN 40 LF

2.g.ii. MAIN ENTRANCES:
ARCHITECTURAL ELEMENTS PROVIDED: COLUMNS AND CANOPY

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 373 SF
MASONRY PROVIDED SF= 416 SF (67%)

EIFS MAX ALLOWED (25%) = 155 SF
EIFS PROVIDED = 0 SF (0%)
WOOD SIDING = 205 SF (33%)
NON-MASONRY = 205 SF (33%)

OFFSET BEYOND

PATIO CANOPY WITH COLUMNS

29' - 10"

24' - 8"
5' - 3 1/4"

OFFSET BEYOND

9'
 - 

0"
4'

 - 
0"

34' - 10 1/2"

10' - 9 3/4"
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TP
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WEST ELEVATION PRELIM

EAST ELEVATION PRELIM

NORTH ELEVATION PRELIM

SOUTH ELEVATION PRELIM

CASE SP 2018-05

PRIMARY MATERIAL 1
THIN BRICK
ACME - KING KLINKER
IRON ROCK

PRIMARY MATERAIL 2
STONE VENEER
BILTMORE COLLECTION
OLD HARBOR

ACCENT MATERIAL 1
PLANKED
WOOD
FINISH

ACCENT MATERIAL 2
EIFS
SW6037
TEMPERATE TAUPE

REVISION SCHEDULE

REV DATE BY DESCRIPTIONS



FINISHED FLOOR
0' - 0"

T.O. STOREFRONT
10' - 0"

T.O. PARAPET
(MAIN)
21' - 6"

T.O. PARAPET
25' - 6"

T.O. LOW
PARAPET

16' - 0"

SIGNAGE SIGNAGE

4 FT OFFSET (SEE PLAN)
19' - 7 1/4"

4'
 - 

0"

BASE: PRE-CAST CONCRETE SILL
MIDDLE: 2" ROUND CAST STONE BAND

11
' -

 6
"

CAP: 3-D CORNICE

CAP: 3-D CORNICE

SOUTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% =17.32 LF)

2.g.ii. MAIN ENTRANCES:
ARCHITECTURAL ELEMENTS PROVIDED: TRANSOMS, PILASTERS,
RECESSED ENTRANCE

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 440 SF
MASONRY PROVIDED SF= 651 SF (89%)

EIFS MAX ALLOWED (25%) = 183 SF
EIFS PROVIDED = 0 SF (0%)
WOOD SIDING = 82 SF (11%)
TOTAL NON-MASONRY = 82 SF (11%)

22' - 1"
1' - 7 1/2"

OFFSET BEYOND

43' - 3 1/2"

RECESSED ENTRANCE

FINISHED FLOOR
0' - 0"

T.O. PARAPET
(MAIN)
21' - 6"

T.O. PARAPET
25' - 6"

T.O. LOW
PARAPET

16' - 0"

OFFSET BEYOND
OFFSET
BEYOND

NORTH ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(1) AND (2) FLAT ROOF ARTICULATION
NOT REQUIRED, 40 LF OR LESS

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 536 SF
MASONRY PROVIDED SF= 670 SF (75%)

EIFS MAX ALLOWED (25%) = 224 SF
EIFS PROVIDED =  224 SF (25%)
WOOD SIDING =  0 SF (0%)
TOTAL NON-MASONRY = 224 SF (25%)

BASE: PRE-CAST
CONCRETE SILL MIDDLE: 2" ROUND CAST STONE BAND

CAP: 3-D CORNICE

UTILITY SCREEN

40' - 0"

5'
 - 

6"
4'

 - 
0"

14
' -

 7
"

SHEET NUMBER:

SHEET TITLE:

SCALE:

PROJECT #:

ORIGINAL ISSUE
DATE:
PRODUCTION
DESIGNER:
CHECKED BY:

PR
O

JE
C

T 
N

AM
E:

PR
O

JE
C

T 
AD

D
R

ES
S:

THIS DOCUMENT IS RELEASED
FOR THE PURPOSE OF REVIEW

UNDER THE AUTHORITY OF
MSPIRE DESIGN, LLC.  IT IS NOT

TO BE USED FOR
CONSTRUCTION, BIDDING OR

PERMIT PURPOSES.

CONTRACTOR SHALL VERIFY ALL CONDITIONS
AND DIMENSIONS AT THE JOB SITE AND

NOTIFY THE ARCHITECT OF ANY DIMENSIONAL
ERRORS, OMISSIONS OR DISCREPANCIES
BEFORE BEGINNING OR FABRICATING ANY

WORK. DO NOT SCALE DRAWINGS.

Architect
1308 Meadowview Drive
Kennedale Texas 76060

Thomas A Pirtle III
AIA NCARB

MIDLAND ATLANTIC
PROPERTIES, INC

3801 EAST 82ND STREET
SUITE B

INDIANAPOLIS, IN 46240
317.597.1714 (o)

3/16" = 1'-0"

1/
9/

20
23

 1
:2

0:
42

 P
M

C
:\U

se
rs

\m
is

sy
\O

ne
D

riv
e 

- M
Sp

ire
 D

es
ig

n\
M

Sp
ire

 D
es

ig
n\

Pr
oj

ec
ts

\M
id

la
nd

 A
tla

nt
ic

\2
2-

00
24

 M
ul

ti-
te

na
nt

 S
he

ll 
W

es
tfi

el
d 

IN
\D

ra
w

in
gs

\W
es

tfi
el

d 
M

ul
ti-

te
na

nt
 S

he
l n

ar
ro

w
l.r

vt

PR-100

DESIGN RENDERED
ELEVATIONS

22-0024

1-9-23

PR
O

PO
SE

D
 M

U
LT

I-T
EN

AN
T 

SH
EL

L

13
79

 C
H

AT
H

AM
 C

O
M

M
O

N
S 

BL
VD

W
ES

TF
IE

LD
, I

N
 4

60
74

MH

MH

1-9-23

PRIMARY MATERIAL 1
THIN BRICK
ACME - KING KLINKER
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PRIMARY MATERAIL 2
STONE VENEER
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3/16" = 1'-0"1 SOUTH (FRONT) ELEVATION

3/16" = 1'-0"3 NORTH (REAR) ELEVATION
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FINISHED FLOOR
0' - 0"

T.O. STOREFRONT
10' - 0"

T.O. PARAPET
(MAIN)
21' - 6"

T.O. PARAPET
25' - 6"

T.O. LOW
PARAPET

16' - 0"

40% ROOF LINE MODULATION
40' - 0"

EAST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.(1) AND (2) FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% =32.8 LF)

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 1,043 SF
MASONRY PROVIDED SF= 1,184 SF (68%)

EIFS MAX ALLOWED (25%) = 435 SF
EIFS PROVIDED =  290 SF (17%)
WOOD SIDING = 264 SF (15%)
TOTAL NON-MASONRY =  554 SF (32%)

BASE: PRE-CAST
CONCRETE SILL MIDDLE: 2" ROUND CAST STONE BAND

CAP: 3-D CORNICE

CAP: 3-D CORNICE

WALL SCONCE

UTILITY SCREEN

4'
 - 

0"

41' - 11 1/4"

81' - 11 1/4"

FINISHED FLOOR
0' - 0"

T.O. STOREFRONT
10' - 0"

T.O. PARAPET
(MAIN)
21' - 6"

T.O. PARAPET
25' - 6"

T.O. LOW
PARAPET

16' - 0"

40% ROOF LINE MODULATION
33' - 0" 23' - 8"

EAST ARCHITECTURAL DESIGN REQUIREMENTS PER SECTION 5.3.K

2.b. OFFSET ARTICULATION 20% OF TOTAL HORIZONTAL LENGTH
NOT REQUIRED, LESS THAN 90 LF

2.f.ii.c.2 FLAT ROOF ARTICULATION
REFER TO ELEVATION (40% = 32.8 LF)

2.k. BUILDING MATERIALS: 60% MASONRY REQUIRED
MASONRY REQUIRED SF= 982 SF
MASONRY PROVIDED SF= 1,287 SF (79%)

EIFS MAX ALLOWED (25%) = 409 SF
EIFS PROVIDED = 162 SF (10%)
WOOD SIDING = 188 SF (11%)
TOTAL NON-MASONRY = 350 SF (21%)

BASE: PRE-CAST
CONCRETE SILL MIDDLE: 2" ROUND CAST STONE BAND

CAP: 3-D CORNICE

CAP: 3-D CORNICE

WALL SCONCE

UTILITY SCREEN

CAP: 3-D CORNICE

4'
 - 

0"
5'

 - 
6"

4'
 - 

0"

OFFSET BEYOND OFFSET BEYOND

23' - 4"

81' - 11 1/4"

1' - 11 1/4"
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3/16" = 1'-0"1 EAST ELEVATION (PARKING)
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